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DIMMER COMPATIBILITY PERFORMANCE STICK 

 

BASIC INFORMATION: 

1. WHAT IS THE PRODUCT CODE AND WHERE DO I FIND IT? 

The product code describes the lamp type. It contains 7 letters and digits and is starting with “A”. Below an example for the product code of the stamp of the 

lamp:   

 

 

  

 

 

 

2. HOW CAN I READ THE FOLLOWING CHARTS?  

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

AC11692

Legend: 
Information about the 
dimmability of the lamps. 
Green means very good 
dimmability, yellow 
means limited 
dimmability, red means 
undesired dimmability 
etc. 

List of dimmers tested in 
laboratory conditions  

Information about 
the OSRAM lamp 
type 

Assessment of the 
results into 
categories. Includes 
the number of lamps 
and the related 
dimming range  

B rand M o del Vo ltage range P o wer T ype

ABB STD 50-3 230/50Hz 60-500 L 89-3% 100-5% 89-3% 100-5% 88-2% 99-5%

Altenburger 50,3 230/50Hz 100-3% 100-3% 100-3% 100-3% 97-2% 97-2%

AURORA DSP 400 230/50Hz 400 R 100-3% 100-3% 96-0% 96-0%
Berker 2861 230/50Hz 50-420 U 96-10% 99-8% 96-10% 99-8% 100-11% 99-9%

bticino NT4402N 230/50Hz 500 R 96-4% 96-4% 85-2%

Bticino L/N/NT4408 HC/HD/HS4408 230/50Hz 100-3% 100-3% 100-3% 100-3% 94-0% 96-0% 97-1%

Bticino L/N/NT4411N 230/50Hz 100-3% 100-3% 100-3% 100-3% 94-9% 96-3% 94-1% 97-2%

Busch-Jaeger 2250 U 230/50Hz 60-600 L 40-3% 40-3%
Busch-Jaeger 6513 U-102 230/50Hz 420 T 100-3% 100-3% 97-16% 97-1%

Busch-Jaeger 6526 U 230/50Hz 100-12% 100-3% 100-12% 100-3% 96-13% 99-15%

Busch-Jaeger 6523 U-102 230/50Hz 40-420 T 100-13% 100-13% 96-6% 97-10%

CENTURY CONTROL MULTI DIMMER 230/50Hz 60-600 U 95-3% 99-3% 95-3% 99-3% 96-1%

DINUY RE EL1 LE1 230/50Hz 400 LED 100-3% 100-3% 100-3% 100-3% 96-4% 96-4% 100-1% 100-2%

ELKO 400GLI 230/50Hz 93-3% 93-3% 85-2%

ELKO 315GLE 230/50Hz 20- T 100-3% 100-3% 96-2%

ELKO 600GLi 230/50Hz 40-600 U 100-3% 100-6% 100-3% 100-6% 99-2% 100-2%

ELKO 420GLE/I 230/50Hz 40-420 U 101-3% 101-3% 94-6% 97-2%

Dimming 

range 4 

Lamps

Legend
PARATHOM DIM CL P 

25 Glass Frosted

PARATHOM DIM CL P 

40 Frosted

Undesired dimmability

Very good dimmability with indicated number of lamps 

(dimming range greater than 75%) 

EAN / Basic Code EAN / Basic Code

Limited dimmability with indicated number of lamps 

(dimming range smaler than 75%) 

Not relevant
EAN / Basic Code

PARATHOM DIM CL P 

40 

PARATHOM DIM CL P 

25 FIL

EAN / Basic Code

Not tested
4058075101319 /  AC08257

4058075101333 /  AC08258
4058075147935 /  AC08399

Dimmer Dimming 

range 1 

Lamp

Dimming 

range 4 

Lamps

Dimming 

range 1 

Lamp

Dimming 

range 4 

Lamps

4058075101418 /  AC08259

4058075101395 /  AC08317

4058075101432 /  AC08318
Dimming 

range 1 

Lamp

Dimming 

range 4 

Lamps

4058075108165 /  AC08255

Dimming 

range 1 

Lamp
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DIMMER KOMPATIBILITÄT PERFORMANCE STICK 

BASISINFORMATIONEN: 

1. WAS IST DER PRODUKTCODE UND WO FINDE ICH IHN? 

Der Produktcode beschreibt den Lampentyp. Er besteht aus sieben Buchstaben und Ziffern und beginnt mit einem “A”. Nachfolgend ein Beispiel eines 

Produktcodes auf dem Aufdruck der Lampe.   

 

 

  

 

 

 

2. WIE LESE ICH DIE FOLGENDEN TABELLEN?  

 

 

 

 

 

 

 

 

 

 

AC11692

 

Legende: Angaben zur 
Dimmbarkeit der Lampen. 
Grün bedeutet eine sehr 
gute Dimmbarkeit mit der 
angegebenen 
Lampenanzahl, gelb 
bedeutet eine 
eingeschränkte 
Dimmbarkeit, rot 
bedeutet, dass 
unerwünschtes 
dimmverhalten auftreten 
kann etc.  

Angaben zum 
OSRAM 
Lampentyp 

Bewertung der 
Testergebnisse in 
Ampel Kategorien. 
Beinhaltet sowohl 
die Lampenanzahl 
als auch den 
dimmbaren 
Bereich  

Liste der getesteten 
Dimmer  
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DIMMER COMPATIBILITY PERFORMANCE STICK 

 
 

B rand M o del
Vo ltage 

range
P o wer T ype

Clipsal 32ELEDM 230/50Hz 400W LED 100-12% 100-12% 100-12% 100-12%
Trader DIMPALA 230/50Hz 400W U 100-6% 100-6% 100-6% 100-6%
Clipsal 32E450UDM 230/50Hz 450W U 100-28% 100-28% 100-28% 100-28%

HPM CAT400T 230/50Hz 400W T 100-19% 100-19% 100-19% 100-19%
Lumex LOADSMART 230/50Hz 450W U 100-13% 100-13% 100-13% 100-13%

SAL SDA450 230/50Hz 450W　 T 100-19% 100-19% 100-19% 100-19%
Clipsal 32ELEDMWE 230/50Hz 450W　 LED 100-12% 100-12% 100-12% 100-12%
Diginet MMDM/PB 230/50Hz 400W Push Button 100-10% 100-10% 100-10% 100-10%
Clipsal 32E450LM 230/50Hz 450W L 100-19% 100-19% 100-19% 100-19%

4058075129269/AC09081

4058075129283/AC09082

4058075129306/AC09083

4058075129320/AC09084

4058075166868/AC11689

4058075166844/AC11692

4058075129344/AC09085

4058075129368/AC09086

4058075129382/AC09087

4058075129405/AC09088

4058075166882/AC11690

4058075166905/AC11691

Dimmer Dimming 

range 

1 Lamp

Dimming 

range 

4 Lamps

Dimming 

range 

1 Lamp

Dimming 

range 

4 Lamps

Legend
LED Performance stick 

E27&B22d 9W/FR

LED Performance stick 

E27&B22d 12W/FR
Very good dimmability with indicated number of lamps 

(dimming range greater than 75%) 

EAN / Basic Code EAN / Basic Code

Limited dimmability with indicated number of lamps 

(dimming range smaler than 75%) 

Undesired dimmability

Not tested
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DIMMER COMPATIBILITY PERFORMANCE STICK 

 

 
 

B rand M o del
Vo ltage 

range
P o wer T ype

Clipsal 32ELEDM 230/50Hz 400W LED 100-12% 100-12% 100-12% 100-12%
Trader DIMPALA 230/50Hz 400W U 100-6% 100-6% 100-6% 100-6%
Clipsal 32E450UDM 230/50Hz 450W U 100-28% 100-28% 100-28% 100-28%

HPM CAT400T 230/50Hz 400W T 100-19% 100-19% 100-19% 100-19%
Lumex LOADSMART 230/50Hz 450W U 100-13% 100-13% 100-13% 100-13%

SAL SDA450 230/50Hz 450W　 T 100-19% 100-19% 100-19% 100-19%
Clipsal 32ELEDMWE 230/50Hz 450W　 LED 100-12% 100-12% 100-12% 100-12%
Diginet MMDM/PB 230/50Hz 400W Push Button 100-10% 100-10% 100-10% 100-10%
Clipsal 32E450LM 230/50Hz 450W L 100-19% 100-19% 100-19% 100-19%

4058075129269/AC09081

4058075129283/AC09082

4058075129306/AC09083

4058075129320/AC09084

4058075166868/AC11689

4058075166844/AC11692

4058075129344/AC09085

4058075129368/AC09086

4058075129382/AC09087

4058075129405/AC09088

4058075166882/AC11690

4058075166905/AC11691

Dimmer Dimming 

range 

1 Lamp

Dimming 

range 

4 Lamps

Dimming 

range 

1 Lamp

Dimming 

range 

4 Lamps

Legend
LED Performance stick 

E27&B22d 9W/FR

LED Performance stick 

E27&B22d 12W/FR
Very good dimmability with indicated number of lamps 

(dimming range greater than 75%) 

EAN / Basic Code EAN / Basic Code

Limited dimmability with indicated number of lamps 

(dimming range smaler than 75%) 

Undesired dimmability

Not tested
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DIMMER COMPATIBILITY PERFORMANCE STICK 
 

 

B rand M o del
Vo ltage 

range
P o wer T ype

Clipsal 32ELEDM 230/50Hz 400W LED 100-12% 100-12% 100-12% 100-12%
Trader DIMPALA 230/50Hz 400W U 100-6% 100-6% 100-6% 100-6%
Clipsal 32E450UDM 230/50Hz 450W U 100-28% 100-28% 100-28% 100-28%

HPM CAT400T 230/50Hz 400W T 100-19% 100-19% 100-19% 100-19%
Lumex LOADSMART 230/50Hz 450W U 100-13% 100-13% 100-13% 100-13%

SAL SDA450 230/50Hz 450W　 T 100-19% 100-19% 100-19% 100-19%
Clipsal 32ELEDMWE 230/50Hz 450W　 LED 100-12% 100-12% 100-12% 100-12%
Diginet MMDM/PB 230/50Hz 400W Push Button 100-10% 100-10% 100-10% 100-10%
Clipsal 32E450LM 230/50Hz 450W L 100-19% 100-19% 100-19% 100-19%

4058075129269/AC09081

4058075129283/AC09082

4058075129306/AC09083

4058075129320/AC09084

4058075166868/AC11689

4058075166844/AC11692

4058075129344/AC09085

4058075129368/AC09086

4058075129382/AC09087

4058075129405/AC09088

4058075166882/AC11690

4058075166905/AC11691

Dimmer Dimming 

range 

1 Lamp

Dimming 

range 

4 Lamps

Dimming 

range 

1 Lamp

Dimming 

range 

4 Lamps

Legend
LED Performance stick 

E27&B22d 9W/FR

LED Performance stick 

E27&B22d 12W/FR
Very good dimmability with indicated number of lamps 

(dimming range greater than 75%) 

EAN / Basic Code EAN / Basic Code

Limited dimmability with indicated number of lamps 

(dimming range smaler than 75%) 

Undesired dimmability

Not tested
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LEDVANCE GmbH 
 
 
Head Office: 
 
Parkring 29-33 
85748 Garching, Germany 
Phone +49 89 780673-100 
Fax +49 89 780673-XXX 
www.ledvance.com 


